
UTV Crew Half Door Installation Instructions 

1、 Left front half door installation：(The hinge is connected to the door 

using six large pan-head M8X35 internal hexagons (just fit M8 nuts on the back), 

and the lower hinge is connected to the frame using two large pan-head internal 

hexagon M8X25) 
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pan head 
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hexagonal M8X25 

 



 After assembly state： 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2、Left rear half door installation： 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

   

Two large pan 

head hexagonal 

M8X35 

Three large pan head 

hexagonal M8X25 

Note: One large 

pan head hexagon 

M8X25 

The hinge is connected to the 

frame using four hexagonal flanges 

M8X20 (flat pads are required here) 



 After assembly state： 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

3. Right front half door installation: (The hinge is connected to the door using 

six large pan-head M8X35 internal hexagons (just fit M8 nuts on the back), and the lower 

hinge is connected to the frame using two large pan-head internal hexagon M8X25) 
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Two large pan head 

hexagonal M8X25 



 

After assembly state： 

  

 

 

 

 

 

 

 

4、Right rear half door installation： 

 

 

 

 

 

 

 

 

 

 

 

 

 

   

Three large pan 

head hexagonal 

M8X25 

Two large pan 

head hexagonal 

M8X35 

Note: One large 

pan head hexagon 

M8X25 

The hinge is connected to 

the frame using four 

hexagonal flanges M8X20 

(flat pads are required here) 



  

  

 After assembly state： 

 

5、Lock hook installation：（Using four hexagonal flange faces M8X30） 

 

 

 

 

 

 

 

 

 

 

 

 

The picture shows the lock hook. There 

are two pieces for the bicycle, regardless 

of left or right. The red box in the picture 

indicates that the center of the hole is 

closer to the edge when installed. 

 

 

The assembly position is as 

shown in the figure. Note that 

the M8X30 bolts are installed 

in the first row of holes, and 

pay attention to the 

precautions in Figure 1. 

图 1 

 

If the center of the 

hole is closer to the 

edge, it should be 

installed at the top. 



6、Limit cable: 

 

 

 

 

 

 

 

 

 

7、Installation of anti-collision rubber blocks： 

 

 

 

 

 

 

 

 

When installing the rear left and right doors, 

it is necessary to install the limit cable, and 

the status is as shown in the figure (two M6 

step bolts are in the red circle) 

   

The rear left and right iron 

door limit cables require a 

total of four M6 step bolts. 

Assembly diagram of rear left 

and right iron door limit 

cables 

The rear left and right iron door limit 

cables are assembled to the car (the 

front door does not have this device) 

 

A total of two pieces of 

anti-collision rubber 

blocks for the rear left and 

right iron doors are 

required (one vehicle) 

 

The installation 

position of the anti-

collision rubber block 

of the rear left iron 

door (note that four 

threads are reserved 

during assembly and 

adjustment) 

 
The installation 

position of the anti-

collision rubber block 

of the rear right iron 

door (note that four 

threads are reserved 

during assembly and 

adjustment) 



8、Standard parts display： 

 

 

 

 

 

 

 

 

 

 

8、 Overall effect after assembly： 
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The color of the hinge in the picture is only to distinguish the logo and has nothing to do 

with the actual color; 

 

 

 


